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HOT STAMPING & HEAT TRANSFER SYSTEMS 

Hot Stamping Machine w/Rotary 
Index table for higher thru-put 

10 ton press w/Hot Stamping machine  Heat Transfer machine with 
Linear Shuttle to slide parts in and 

out of the print head 

Automated Hot Stamping System 

• Auto feeder 

• Walking beam 

• Inline Tracks 

• Foil Stamping, 2-Up 

• Parts Re-stack 
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HOT STAMPING & HEAT TRANSFER SYSTEMS 

Customized Hot-Stamp Print Head With Rotary Index Table & Auto-Unloader 

Hot Stamping Systems for Rotary 
Printing up to 360° wrap around Hot Stamping Machine – Roll on 

Print Head 
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HOT STAMPING & HEAT TRANSFER SYSTEMS 

SPECIFICATIONS: 

Standard (including 360 degree warp around) press provide a wide range of choices to fit most hot stamping 

applications. They can be combined with specific modular accessories for a host of decorating applications. Our 

hot stamping systems simplify set up, operation and changeover resulting in less downtime, higher quality and 

more production. Our system controller is easy to use.  No programming required. Machine functions and 

diagnostic messages are displayed in plain language - English, Spanish - at the touch of a button. 

Model number HPS 250 HPS 1000 HPS 1500 HPS 2500 HPS 5000 HPS 10000 HPS 15000 HPS 20000

Nominal Force  1/4 Ton   1 Ton   1 1/2 Ton   2 1/2 Ton  5 Ton   10 Ton   15 Ton   20 Ton  

Cylinder Bore Dia. 2.48" 5" 6" 8" 6" 8" 8" 8"

Standard Head Size 3"x5" 6"x6" 6"x6" 6"x8" 6"x8" 6"x8" 6"x8" 6"x8"

Custom Head Size 6"x8" 6"x8" 6"x12" 6"x12" 6"x12" 6"x12" 6"x12"

6"x12" 6"x12" 6"x15" 6"x15" 6"x15" 6"x15" 6"x15"

6"x15" 10"x15" 10"x15" 10"x15" 10"x15" 10"x15"

10"x15" 12"x24" 12"x24" 12"x24" 12"x24" 12"x24"

Throat Depth                             

(from center) 

7.5" 8.5" 9.5" 12.5" 12.5" 12.5" 12.5" 12.5"

Part Height - Standard 10" 8" 13" 12" 12" 12" 12" 12"

-with extended frame 20" 20" 25" 24" custom custom custom custom

Head Stroke -Standard 2" 3" 3" 3" 3" 3" 1.5" 1.5"

Steel Work Table 10"x12" 12"x15" 12"x15" 15"x20" 15"x20" 15"x20" 15"x20" 15"x20"

Dimensions - Height 34" 41" 48" 49" 48" 48" 56" 60"

                    - Width 28" 28" 28" 35" 36" 36" 36" 36"

                    - Depth   20" 25" 27" 34" 32" 32" 32" 32"

Weight:lbs. (kg) 140 (65) 352 (160) 375 (170) 450 (205) 500 (227) 500 (227) 650 (295) 726 (330)

                                          Hot Stamping Press Specifications

·System Controller ·Anti-tie down hand 

switch

·Heavy duty welded steel frame

·Easy program set-up & storage ·Micro height adjustment ·Quick release waste foil removal

·Digital temperature control °F/°C ·Positive depth stop ·Bevel gear Assembly for easy 

·Digital roll leaf feed with delay ·Cushioned air cylinder    raising & lowering of head

·Digital dwell timer ·Dovetail head slide ·Die-set ball bushing head guides

·Digital counter ·Chrome plated work 

table  

·Air filter regulator and lubricator

Standard features include: 

OPTIONAL FEATURES: 

• Linear slide table, pneumatic & electric      * Automatic part loading & unloading 

• Part feeding system                   * Rotary Index table, pneumatic & electric 

• Safety light curtain                                      * Inspection System (Accept & Reject - Part sorting) 

     For more info., please contact: 

Hot Stamping Press Specifications 
Model Number HPS 250  HPS 1000  HPS 1500  HPS 2500  HPS 5000  HPS 10000  HPS 15000  HPS 20000 

Nominal Force ¼  Ton 1 Ton 1 ½ Ton 2 ½ Ton 5 Ton 10 Ton 15 Ton 20 Ton 

Cylinder Bore Dia. 2.48' 5" 6" 8" 6" 8" 8" 8" 

Standard Head Size  3" x 5"  6" x 6"  6" x 6"  6" x 8"  6" x 8"  6" x 8"  6" x 8"  6" x 8"  

Custom Head Size    6" x 8"  6" x 8"  6" x 12"  6" x 12"  6" x 12"  6" x 12"  6" x 12"  

    6" x 12"  6" x 12"  6" x 15"  6" x 15"  6" x 15"  6" x 15"  6" x 15"  

    6" x 15"  10 x 15"  11" x 15"  12" x 15"  13 x 15"  14 x 15"  

      10 x 15"  12" x 24" 12" x 24" 12" x 24" 12" x 24" 12" x 24" 

Throat depth        
(from center) 

7.5" 8.5" 9.5" 12.5" 12.5" 12.5" 12.5" 12.5" 

Part height - Standard 
-with extended frame  

10" 8" 13 12" 12" 12" 12" 12" 

20" 20" 25" 24" Custom Custom Custom Custom 

Head Stroke-Standard 2" 3" 3" 3" 3" 3" 1.5" 1.5" 

Steel Work Table 10"x12" 12" x 15"  12" x 15"  15" x 20" 15" x 20" 15" x 20" 15" x 20" 15" x 20" 

Dimensions - Height  34" 41" 48" 49" 48" 48" 56" 60" 

                      - Width  28" 28" 28" 35" 36" 36" 36" 36" 

                      - Depth 20" 25" 27" 34" 32" 32" 32" 32" 

Weight: lbs. (kg) 140 (65) 352 (160) 375 (170) 450 (205) 500 (227) 500 (227) 650 (295) 726 (330) 
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