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PAD PRINTING MACHINES 

Pad Printing Machine 1 color with 60, 

90, 130, 150 & 220 mm Ink cup 

2 Color Pad Printing; with V- Drive for 

higher thru-put 

5 color Pad Printing Machine 

with a thru-put of 1,500 parts/hr. 

3 color Pad Printing system with a 

Rotary Index Table 
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PAD PRINTING SYSTEMS 

Tampoprint model TSQ-60, 90 and 130 for  

pad printing on tubes & large parts 

Catheter Printer 

Pad Printing with rotary index table for 

higher thru-put; 2 or more colors available. 

Laser Cliché maker for Steel & Polymer plates 
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ROTARY PAD PRINTING SYSTEMS 

Modular  Rotary Pad Printing System up to 8 colors; for 

high speed printing 

Rotary Pad Print 

Head 

2 color High Speed  Rotary Pad 

Printing Machine Syringes  with 360° wrap 

around print 
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Model: Rapid-2000 with 60, 90 & 130mm ink-cup (for high speed printing)

Specifications:

Model Rapid 2000/60-3 Rapid 2000/90 Rapid 2000/130

Single Cycle Yes Yes Yes

Continuous run Yes Yes Yes

Linearly adjustable speed Yes Yes Yes

Ink/Doctoring cup 

diameter

60 mm 90 mm 130 mm (optionally 140)

Cycles/hr 1,500-6,000 1,300-5,400 1,700-4,500

Cliché size, max. 70 x 140 mm 100 x 215 mm 150 x 300 mm

Print image size, max. 55 mm 80 mm 120 mm

Pad stroke onto cliché 

max.

85 mm 123 mm 160 mm

Printing pressure 500 N 1,500 N 2000 N

Drive Electro-mechanic Electro-mechanic Electro-mechanic

Control PLC PLC PLC

Control Voltage 24 V/DC 24 V/DC 24 V/DC
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Applied Manufacturing Technologies, Inc. 

Hermetic Series – All electric (60,90 & 150 inkcups) 

Specifications: 

Model Hermetic 6-12 
Universal 

Hermetic 9-12 
Universal 

Hermetic 13-12 
Universal 

Hermetic 150 

Single Cycle Yes Yes Yes Yes 

Continuous run Yes Yes Yes Yes 

Variable speed Yes Yes Yes Yes 

Ink/Doctoring cup 
diameter 

60 mm 90 mm 130 mm 150 mm 

Cycles/hr 1,300-4,100 1,100-3,600 1,000-2,700 750-2,100 

Cliché size, max. 70 x 140 mm 100 x 215 mm 150 x 300 mm 160 x 350 mm 

Print image size, 
max. 

55 mm 80 mm 120 mm 140 mm 

Control Voltage 24 V/DC 24 V/DC 24 V/DC 24 V/DC 

Pad stroke onto part 80-110 mm 110-150 mm 120-160 mm 175 mm 

Printing pressure 300 N 1,100 N 1,800 N 2,500 N 

Integrated Pad 
Cleaner 

Yes Yes Yes No 

Control PLC PLC PLC PLC 

Drive Electro-mechanic Electro-mechanic Electro-mechanic Electro-mechanic 
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Applied Manufacturing Technologies, Inc. 
Encoder Series – 40EP, 40EP-1, 50EP & 50EP-1 

Specifications: 

Model Encoder 40DV & 

40DV/1 

Encoder 40EP & 

40EP/1 

Encoder 50DV & 

50DV/1 

Encoder 50EP & 

50EP/1 

Single Cycle Yes Yes Yes Yes 

Continuous run Yes Yes Yes Yes 

Variable speed Yes Yes Yes Yes 

Ink/Doctoring cup 
diameter 

42 mm 42 mm 60 mm 60 mm 

Cycles/hr 400 - 5,000 400 - 3,500 400 – 4,500 400 – 2,400 

Cliché size, max. 60 x 105 mm 60 x 105 mm 70 x 140 mm 70 x 140 mm 

Print image size, 
max. diameter 

37 mm 37 mm 55 mm 55 mm 

Control Voltage Pneumatic 24 V/DC Pneumatic 24 V/DC 

Pad stroke onto part 20 - 40 mm 20-40 mm 20 - 40 mm 20-40 mm 

Printing pressure 270 N 270 N 450 N 450 N 

Integrated Pad 
Cleaner 

No Yes No Yes 

Control Pneumatic Electro-pneumatic Pneumatic Electro-pneumatic 

APPLIED MANUFACTURING TECHNOLOGIES, INC. 
 1464 N. Hundley Street, Anaheim, CA 92806 

Tel: 714-630-9530 Fax: 714-630-9531 Toll Free: 888-634-1143 

Website: www.amtecinc.com Email : sales@amtecinc.com 

Note: Models DV/1 & EP/1 come with vacuum control unit and pressurized ink cup to print at any angle. 



Applied Manufacturing Technologies, Inc.

Model: Sealed Ink Cup (60,90,130 Cups)

Specifications:

Model # SIC60 E SIC90 E SIC130 E

Single Cycle Yes Yes Yes

Continuous run Yes Yes Yes

Linearly adjustable speed Yes Yes Yes

Ink/Doctoring cup diameter 60 mm 90 mm 130 mm

Cycles/hr. Up to 1,500 Up to 1,400 Up to 1,250

Cliché size, max. 70 x 140 mm 100 x 215 mm 150 x 300 mm

Print image size, max. 55 mm 85 mm 120 mm

Pad stroke onto cliché, max. 80 mm 100 mm 35-80 mm

Pad stroke onto component 
linearly adjustable

20-80 mm 35-100 mm 25-120 mm

Printing pressure 450 N 750 N 1,800 N

Drive Pneumatic Pneumatic Pneumatic

Control Electro-pneumatic Electro-pneumatic Electro-pneumatic

Air consumption/cycle 1.3 NL 2.7 NL 6 NL
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Applied Manufacturing Technologies, Inc. 

TTG; TSG (60, 90, 130, 210 Cups) 

Specifications: 
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Model TSG 80/60-90/41 TSG 125/60-150/41 TSG 150/60-

130/31 

TSG 200/150-

210/41 

Single & Double Cycle Yes Yes yes Yes 

Continuous run Yes Yes yes Yes 

Ink cup diameter 60/90 mm 60 90 130 150 90 130 150 210 

# Colors 2, 3 & 4 1, 2, 3 & 4 2, 3 & 4 2, 3 & 4 

Cycles/hr 400-1,500 200-1,200 400-2,100 200-1000 

Cliché size, max. (mm) 70x140 100x215 70x140 100x215 150x300 160x350 100x215 150x300 160x350 220x500 

Print image size, max. 54/80 mm 54/80/120/140 mm 80/120 mm 140/200 mm 

Infinitely variable speed 

regulation 

Yes Yes Yes Yes 

Pad stroke - adjustable 20-100 mm 20-100 mm 60-120 mm 150-250 mm 

Printing pressure 1000 N 2,500 N 6000 N 4,500/7,300 N 

Drive Electro-pneumatic Electro-pneumatic Electro-

pneum.mechanic 

Electro-pneumatic 

Control PLC PLC PLC PLC 

Air consumption/cycle 4.75 NL 15 NL 0.05 NL 25.5 NL 



Applied Manufacturing Technologies, Inc. 

Tampoprint V-60-90-130 DUO Series 

Specifications 

Model V-60 DUO V-90 DUO V-130 DUO 

Built-in model Yes Yes Yes 

Floor standing model Yes Yes Yes 

Supply voltage 230V/1-phase 230V/1-phase 230V/1-phase 

Ink/Doctoring cup diameter 60 mm 90 mm 130 mm 

Cycles/hr Up to 1,200 Up to 1,200 Up to 800 

Cliché size, max. 70 x 140 mm 100 x 215 mm 150 x 300 mm 

Print image size, max. 55 mm 80 mm 120 mm 

Pad stroke onto component 
linearly adjustable 

0-160 (200) mm 0-160 (200) mm 0-160 (200) mm 

Printing pressure 1,170 N 1,170 N 2,500 N 

Drive Electro-pneumatic Electro-pneumatic Electro-pneumatic 

Control PLC PLC PLC 

Air consumption/cycle 9 NL 9 NL 26 NL 
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The "V" represents the rigid, v-shaped pad bridge with the two pads arranged on it at an angle of 60°. This series 
feature two-color machines with an ink/doctoring cup diameter of 60, 90 or 130 mm - naturally with the patented, 
environmentally friendly "Hermetic System" from Tampoprint. The precise machines of the V series can print in 
four colors without problems -when using divided doctoring cups and rigid component holders. 



Applied Manufacturing Technologies, Inc. 

Tampoprint Vario 90-130; 1 & 2 colors 

Specifications 

APPLIED MANUFACTURING TECHNOLOGIES, INC. 
 1464 N. Hundley Street, Anaheim, CA 92806 

Tel: 714-630-9530; Fax: 714-630-9531; Toll Free: 888-634-1143 

Website: www.amtecinc.com 
Email : sales@amtecinc.com 

The Vario series feature one and two-color pad printing machines with ink/doctoring cup diameter of 90 or 130 mm 
This machine offers many features user friendly features which makes it preferred choice of the industry. The pad 
shuttle enable you to print in 2 colors and  4 colors without problems -when using 2 color split cups. 

Model Vario-90 Vario-130 E-90 

Built-in model Yes Yes Yes 

Floor standing model Yes Yes Yes 

Supply voltage 120/230V/1-phase 120/230V/1-phase 230V/1-phase 

Ink/Doctoring cup diameter 90 mm 130 mm 90 mm 

Cycles/hr Up to 1,200 Up to 1,200 Up to 1,500 

Cliché size, max. 100 x 215 mm 150 x 300 mm 100 x 215 mm 

Print image size, max. 85 mm 120 mm 85 mm 

Pad stroke onto component 
linearly adjustable 

0-100 mm 0-100 mm         50 / 110 mm 

Printing pressure 2,200 N 2,200 N 1,200 N 

Drive Electro-pneumatic Electro-pneumatic Electro-Mechanical 

Control PLC PLC PLC 

Air consumption/cycle 9 NL 9 NL No Required 
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Tampoprint Concentra Series 

Features : These are mechanically driven, with pneumatic pad stoke movements, for maximum flexibility and are 
freely accessible on all side, guaranteeing easy set-up.  
Provides : Printing in one location, with image pick-up, transfer and pad cleaning all happening simultaneously. The 
integrated PLC enables the end-user to save all functions as one of up to ten programs total. 

Applied Manufacturing Technologies, Inc. 

Model 60 – 4 60 - 6 90 – 4 90 – 6 130 – 4 130 – 6 

Ink cup dia 60 mm 60 mm 90 mm 90 mm 130 mm 130 mm 

Cycles per hour 800 – 1600 500 – 1500 800 – 1600 500 – 1500 480 – 1050 400 - 1050 

Cliché size, max 70 * 140 mm 70 * 140 mm 100 * 215 mm 100 * 215 mm 150 * 300 mm 150 * 300 mm 

Print image 
size, max 

55 mm 55 mm 85 mm 85 mm 120 mm 120 mm 

Pad Stroke on 
part 

10 -140 mm 10 -140 mm 10 -140 mm 10 -140 mm 10 -180 mm 10 -180 mm 

Pad stroke on 
cliché 

10 – 100 mm 10 – 100 mm 10 – 100 mm 10 – 100 mm 10 – 100 mm 10 – 100 mm 

Printing 
Pressure (N) / 
(lbs) 

750 N, 170 
lbs 

750 N, 170 lbs 1150 N, 260 
lbs 

1150 N, 260 
lbs 

3000 N, 675 
lbs 

3000 N, 675 
lbs 
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Specifications 



Model TSQ 60 TSQ 90 TSQ 130 TSQ 140 

Single Cycle Yes Yes Yes Yes 

Continuous Run Yes Yes Yes Yes 

Ink/doctoring cup dia 60 mm 90 mm 130 mm 140 mm 

Cycles per hour 20-700 200-700 600-1500 600-1500 

Cliche size, max 70 * 350 mm 

70 * 510 mm 

70 * 710 mm  

100 * 440 mm 

100 * 600 mm  

100 * 880 mm 

150* 730 mm 

150 * 930 mm 

150 * 730 mm 

 

150 * 930 mm 

Print image size, max 50 * 150 mm 

50 * 310 mm 

50 * 510 mm 

80 * 180 mm 

80 * 340 mm 

80 * 540 mm 

120 * 320 mm 

120 * 520 mm 

130 * 320 mm 

 

130 * 520 mm 

Pad stroke mm 20 – 100 20 – 100 50 – 95 50 – 95 

Control Voltage 24 V/DC 24 V/DC 24 V/DC 24 V/DC 

Printing pressure N / (lbs) 1000  (225 ) 2500  (560 ) 6000  (1350) 4,500  - 7,300  

(1000  - 1650)  

Drive Electro-pneumatic Electro-pneumatic Electro-pneumatic Electro-pneumatic 

Air Consumption / Cycle 18 NL 18 NL 6 NL 6 NL 

Tampoprint TSQ (60, 90, 130, 140 cups) 

Features : Cup Slide Systems or TSQ Series machines were designed particularly for printing on long, fine objects 

such as appliance panels, keyboards, hockey sticks, golf clubs, skis and poles. It comes standard with an automatic 

pad cleaning device. 
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Model: Hybrid 90-2 

Pad print module: Hermetic series 

Laser model: SK 80 

Print image size, max: 85 mm dia. 

Ink/doctoring cup dia.   90mm (2 ea.) 

Cliché size mm: 120 x 28,000 mm (flexible foil type) 

Cycles per hour: Up to 1,200  

Pad stroke mm:  20 - 100 

Control Voltage: 24 VDC 

Printing pressure N / (lbs): 1000N (220 lbs) 

Drive: Electro-pneumatic 

Air Consumption / Cycle: 6NL 

Model: Hybrid 90-2  

Features :  

Integrated cliché production  

•  1-2 color logo/artwork 

•  Can be integrated into automated systems  

•  Reduced set-up costs 

•  Integrated Laser to make cliché . 

•  Laser module: SK-80. 

•  Pad print module: 90 mm; 2 ea. 

•  Cliché foil is the most cost effective, 

hence lower cost per artwork. 
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Specifications 

The new "HYBRID 90-2" pad printing 

machine combines the "hermetic" pad 

printing concept with the flexibility of 

the digital cliché production by means 

of a new "SK 80" laser module. 

Automatic changeover of artwork takes 

place in a matter of seconds. The cliché 

production is carried out in the printing 

machine via laser technology 

(ALFALAS® software). A multicolor 

print motif is thereby produced directly 

and with precise registration.  
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Specifications: 

Rotary Pad Printing Machine:  

Part number  173 

Cliché Cylinder OD (mm) 100 

Cliché Cylinder Width (mm)  100 

Pad diameter (mm) 200 

Print Image Width  (mm)  80 

Print Image Length Max (mm)  270 

Adjustment Travel Vertical (mm)  100 

Speed: (cycles/hr.)  Up to 7,200 

Power Supply V/ Phase 100 

Power Frequency (Hz.) 230 V/1 

Drive 50/60 

Control Electro-mechanical 

Pneumatic supply – fine filter (micron)  PLC 

Pad cleaning system Optional 

Floor standing model Optional 

Dimensions (mm) 1200 x 1470 x 880 
Weight (kg) 96 

http://www.tampoprintusa.com/minigallery_46335/5960.jpg
mailto:sales@amtecinc.com

